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CROWN (@) BUMPERS 
fT \) “We ey Cars” 
/ “ACE” Model 


A New Invention in BUMPERS and FENDERGUARDS 


Patent Applied for. Trade Mark Reg’td 


RIBBON and NICKEL TYPES 


Designed and Developed for the Following Make Cars 


BUICK (Master and Standard) NASH (AI Models) 


\ 


CHANDLER OAKLAND and PONTIAS 
CHRYSLER (All Models) OLDSMOBILE 

HUDSON and ESSEX OVERLAND 6 

HUPMOBILE WILLYS KNIGHT (66 and 70) 


And All Other Standard Make Cars. 


Manufactured by 


CROWN BUMPER CORPORATION 


167 FORTY-FIRST STREET BUSH TERMINAL BLDG. +20 


BROOKLYN - - NEW YORK 


CROWN “QUALITY” BUMPERS 


” Ace” Bumpers and Fenderguards 


- - Featuring - - (Patent applied for) 


Our “ACE” NICKEL TYPE 


THE “ACE” BUMPERS 


The features of our “ACE” Bumper is another one of our Engineering LIST PRICE LIST PRICE LIST PRICE LIST PRICE 
MAKE and MODEL 2” Ribbon Type 2”x$, Nickel Type 134” Ribbon Type 134” Nickel Type 


achievements. (1927) Complete With Fittings | Complete With Fittings | Complete With Fittings) Complete With Fittings 
Buick—Standard Front & Fendrgd. 44.00 | Front & Fendrod. 40.00 | Front & Fendrgd. 40.00) Front & Fendrod. 35,00 
“ 


The design of which provides a plural impact bar Automobile Bumper Buick—Master g «45.00] 41.00] 41000 | “36,08 
Chandler 44.00 40.00 zs z 40.00 35.00 


in which the impact members are secured and held together between Chryster (All Models) 44.00] | * 40.00] « 40.00] * 35.00 


. Hud: ce | 4 al 44.00 ae 40.00 a 40.00 35.00 
portions of the back-arch bars. They are bent or curved toward the ae 5 ee ie cepen| OF oe oe 


j ] 7 7 7 Nash (All Models) af 44.00 y 40.00 ‘ ‘ 40.00 35.00 
other at each end forming an oval shaped impact portion. This gives 2H Een aa ot bees aoe pees cs ae 


greater flexibility over a wide range and maintains effective resistance Oldsmobile 44.00 40.00] “ 40.00 “35.00 
. . Overland Six 44.00 : - 40.00 40.00 35.00 
to deflection, thereby adding to the general appearance of the Bumper. Willys-Knight 66 - 70 44.00 “ 49.00] “40.00 “35:00 


(See illustration below.) THESE BUMPERS AND FITTINGS ARE PACKED IN SEPARATE CARTONS. 
APPROXIMATE SHIPPING WEIGHTS.—BUMPERS with FITTINGS, 45 Ibs. FENDERGUARDS complete, 32 Ibs. 


The average buyer purchases a Bumper on the strength of its 
appearance rather than its performance. The “ACK” Bumper embodies 


both these important features, viz:—Appearance and Performance. Our “ACE” RIBBON TYPE 


The quality of material used together with its finish of three covers 
of protecting coating (nickel copper and nickel), adds to its resistance 
to corrosion, and ability to stand mechanical abrasion. 


The relative efficiency of an automobile bumper as well as appearance 
has always been the principle factor in our engineering department 
and the “ACE” is the outcome of years of Bumper development. It 
is without a doubt the last word in Bumpers. 


a 


(Illustration shows back view of our “Ace’’) 


We also make Tubular Bumpers for all make of cars. See our Tubular 
Folder. 


Crown Fittings—Have the Proper Lines—Easy to Attach—They Save Time 
HUPMOBILE 1927 


BUICK MASTER 1927 CHRYSLER 70 - 1927 


Place fitting over bolt C. ; 
Replace bolt B furnished. Revites ae RS Pek 
Hie ore L OSE C. Fasten at A-B-C. 
NASH ADVANCE 1927 NASH LIGHT 6 - 1927 


Remove bolts A-B. Replace Remove shackle bolt nut. 
with bolts furnished. Place angle arm B on bolt. 
Place in bolt A and tighten. 


HUDSON 1927 


Remove nut D. Place on 
fitting. Locate hook 5 
Place on sleeve B and arm 
at C. Tighten C-D. 


OAKLAND 1927 
OLDSMOBILE 1927 
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Insert bolts furnished into 
holes A-B. Place on arm 
and tighten. 


Remove nut B. Place on 
fitting. Locate hook A with 
casting sleeve fasten A-B. 


WILLYS-KNIGHT 66 - 1927 


Remove bolts A-B. Replace 
with bolts furnished. Place 
on arm and fasten. 


WE CHANGE OUR FITTINGS TO MEET REQUIREMENTS OF NEW CAR CHANGES 


